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Cleaning Guide

1. Close inlet and outlet valves

2. Remove magnet

3. Open outlet and drain valves

4. Close drain valve, replace
magnet and open inlet valve

Inlet/Qutlet Orientation Guide

1. Using a flat end screwdriver
in the recess shown, gently lever
the locking clip into the ‘unlock’
position.

2. Pull the inlet/outlet port
approximately 3 mm away from
the body to allow rotation to the
required position.

3. Push the inlet/outlet port back
towards the body of the unit to
prevent further rotation.

4. Push the locking clip securely
back into the ‘lock’ position.
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Dosing Guide Easy dosing of Fernox Express
products via a TF1 Filter with a
slip socket connection.

Note: If the filter contains
magnetite or sludge, flush it
clean with water before dosing.
Refer to the cleaning guide
instructions.
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Pressure Loss Data
The following information shows
the pressure loss in kPa over the
TF1 Total Filter under different ] P
flow rates. An average domestic K %
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Application

The Fernox TF1 Total Filter can be connected directly on to the pipework using the valve fittings provided. The Fernox TF1 Total Filter is
supplied ready to install into vertical pipework with system water flowing upwards. Further installation instructions are provided with the unit.
The TF1 Total Filter can be installed in any one of 24 separate orientations enabled by its unique inlet/outlet mechanism, to allow the flow to be
in any direction as it passes through the unit.

Product uses

The Fernox TF1 Total Filter (UK patent granted No. 2448232) is a revolutionary in-line filter, which combines hydrocyclonic action with specially
designed magnet assemblies, to remove both magnetic and non-magnetic contaminants from system water and contain safely within the filter
befor removal.

Product Codes
TF1 Total Filter 22 mm - 59256 TF1 Total Filter 28 mm - 59257

Packaging, Handling and Storage
Individually packaged with all valves and detailed instructions included. No special storage requirements needed.
Spare parts are available from the Fernox Sales Office by calling +44 (0) 330 100 7750
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